ON SIDEWALK
ON ROADWAY

1675 mm
1100 mm

MAX. OVERHANG
PERMISSIBLE

¢ EXTERIOR GIRDER

€ FIELD SPLICES

OUTSIDE LIMIT
OF ALL CONC.

€ FIELD SPLICES

76‘00

OUTSIDE LIMIT OF
ALL CONCRETE.

/
INTERMEDIATE 4
DIAPHRAGMS 7
€ ABUT.

GENERAL NOTES

FOUR SPAN STRUCTURE SHOWN BUT SKETCH AND NOTES APPLY TQ
ANY NUMBER OF SPANS.

IF POSSIBLE, HOLD © SUBSTRUCTURE UNITS AND @ SPLICES PARALLEL
TO EACH OTHER.

GIRDERS ARE TO BE HELD PARALLEL TO EACH OTHER, WITHIN EACH

GIRDER LENGTH, FOR AS MANY SPANS AS THE OVERHANG WILL PERMIT.
WHEN OVERHANG IS EXCEEDED, THE GIRDER SPACING SHALL BE CHANGED

IN ONE GIRDER LENGTH, AFTER WHICH THE GIRDERS SHALL AGAIN BE

HELD PARALLEL TO EACH OTHER FOR AS LONG AS THE OVERHANG PERMITS.

FOR HORIZONTAL CURVES EQUAL TO OR GREATER THAN 7° THE GIRDERS
SHALL BE FABRICATED ALONG THE CURVE.

NUMBER AND SIZE OF GIRDERS AND LOCATION OF FIELD SPLICES TO BE
DETERMINED BY DESIGN.

ALL DIMENSIONS ARE IN MILLIMETERS UNLESS SHOWN OTHERWISE.

s

——— END DIAPHRAGM

GIRDER LAYOUT ON CURVE
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